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Need to pay

attention to
东莞市一众显示科技有限公司

DONG GUAN TEAM SOURCE DISPLAY TECH. CO, LTD.

Storage Humidity
Storage Temperature
Operating temperature

Backlight LEDs

Interface Types

Color Depth

Driver IC
View Direction

Resolution

LCD Type
2.42"TFT,Transmissive,
Normally black,ips

240(RGB)*400

All  O'CLOCK
ST7796S
65K/262K

4 LEDs，80mA

-20 ℃~70 ℃

-30 ℃~80 ℃

60℃ 90% max

Operating voltage 2.8V
TP/Lens With CTP

Surface luminance 350(min),380(Typ) cd/m2

MCU8-bit

图纸版本 (Version): V1

TFT)

TP黑底丝印

保护膜撕手

新开 图纸
AA区域：31.68*52.8(15:9)
LCD厚度为0.4*2=0.8

不含 厚度

1.5max(IC+FPC+钢片补强+

导电双面胶+黄色保护纸)

Detail A

Scale 2:1

积水泡棉

胶 0.2T

弯折示意图

弯折出货

连接器型号：

FH12-30S-0.5SH

IC区域

此处焊锡高度0.4MAX

请客户注意避空

1.5max(IC+FPC+钢片补强+

导电双面胶+黄色保护纸)

请客户注意避空

此处焊锡高度0.4MAX

请客户注意避空

位置内移 确认是否可行？

注
意
避
空

注
意
避
空

凸出模组尺寸，

请注意机壳避空

CTP驱动IC接器

高度1.5MAX，注意避空

CTP焊锡高度+黄胶纸 MAX

，注意避空

背光胶铁一体化,

含带下铁框,无法带上铁框

底部面到

盖板上表面距离

此处焊锡高度0.4MAX

请客户注意避空

位置内移 确认是否可行？

连接器型号：

FH12-30S-0.5SH

IC区域

此处焊锡高度0.4MAX

请客户注意避空

1.5max(IC+FPC+钢片补强+

导电双面胶+黄色保护纸)

请客户注意避空

补强 厚度：

白色对位线

单层区域

补强

请客户注意避空
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AK3K2K1K4

A K3K2K1 K4

ALL

GND

SYMBOLNO.

TP的VDD,GND与屏共用

0.70(旭硝子）

FT3327(手势唤醒)

45~85 RH

45~95 RH

-30~80℃

-20~70℃

≥85%

Light Transmission

Storage Humidity

Storage Temperature

Operating Humidty

Operating Temperature

Glass Thickness

Surface Hardness

Property Requirement

IC

6H(750g)


